
EXODEK QUICKCLIP

CONTACT YOUR PARKSITE SALES REP FOR MORE INFORMATION TODAY!

23-0072

Faster than traditional fasteners and helps to prevent checking and splits by screwing into 
the joists, not through the deck boards. 

12 S Main Street, East Windsor, CT 06088
860.528.2191 www.parksite.com

Hidden Fastener Deck Clip System
US Patent Pending

The only clip system designed for natural 
expansion and contraction. The ExoDek 
QuickClip is perfect for grooved hardwoods, 
softwoods, PVC & composite decking. 

The QuickClip allows your deck 
boards to rest just above the joists 
and encourages airflow to help 
prevent mold and rotting. 

Made from glass fiber reinforced 
nylon, the QuickClip is designed 
to withstand the elements for 
maximum longevity.

GROOVED DECKING BOARDS 
REQUIRED PATTERNS

Our deck clips are designed for typical 5/4x4 or 5/4x6 grooved deck boards with 3/16” height grooves located at the mid 
point of the thickness or height of the board. With typical 1” net thickness boards, the lower edge of the groove is located at 
13/32” or approximately 0.40” when measured from the bottom of the board. 



EXOCLAD QUICKCLIP
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Rainscreen Siding System

1x8 Rainscreen Siding 
7” overall, 6 1/2” coverage
Thermally Modified: Ayous 
Hardwood: Batu, Ipe or Cumaru
Softwood: Cedar, Redwood, Doug Fir
Kiln Dried 12-14% MC
Please inquire for CAD drawings of pattern

Optional: 1x6 Rainscreen Siding 
5-3/8” overall, 4-7/8” coverage

Finish with ExoShield oil stain or other approved penetrating oil finish

Clips are Glass Infused Nylon

Attach with exterior grade #9 or #10 x 2-1/2” exterior grade screw

Use Cor-A-Vent under top and bottom rows

Use standard S4S or Rabbeted Corner Boards over butt joints
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